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Floor Heating Accessories

Pipe Tracking: 3/8", 1/2" and 5/8"
Stk# 89000

Tracking provides even pipe spacing and exact regulation of pipe heights.  They 
can be fastened to many surfaces, such as concrete or plywood subfloors, 
steel Q decking, and polystyrene insulation.  Built in supports permit spacing 
in 3" (75 mm) multiples.
Tracking comes in 4 ft (1.22 m) lengths.

Box of 100 × 4 ft (1.22 m) = 400 ft (122 m) / Skid of 10,000 ft (3,048 m)

SpacerClip™ for DryAbove™ System
Stk# 87305

The SpacerClip is placed between the heat transfer plates and holds the pipe 
in place. Pipe can be stepped into clip.

Bag of 50 / Carton of 500
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HeatLink® Tie Wraps
89100 Series

Used to fasten piping to wire mesh or rebar. 5-1/2" (140 mm) tie wraps (89105) 
are used for smaller diameter pipes. 7-1/2" (190 mm) tie wraps (89107) can 
be used for sizes up to 1".

Description Stk# Qty.

5-1/2" (140 mm) Tie Wraps 89105 1,000

7-1/2" (190 mm) Tie Wraps 89107 1,000

Track Staples
Stk# 89010

Staples are used to fasten pipe tracking to polystyrene insulation.  The hooks 
on the ends ensure the staple will not loosen prior to topping pour.

Bag of 500 / Carton of 9,000
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PEX Heating Pipe with O2 Barrier

PEX Pipe with O2 Barrier

High molecular cross-linked polyethylene (PEX) with minimum bending radii of 6 times the diameter at 68°F (20°C). Maximum 
operating temperature: 180°F @ 100 PSI (82°C @ 690 kPa). Covered by a twenty-five year manufacturers warranty. Comes with 
oxygen diffusion barrier which prevents oxygen from entering the heating system through the pipe wall.

Pipe is manufactured to ASTM F-876 & CSA B137.5 
and approved by: CSA, IAPMO (UMC), ICC-ES, 
NSF-rfh, and ULC.
Oxygen Barrier is manufactured to DIN 4726/9.

PEX-a Pipe up to 4" ID (110 mm) is available by 
special order.

Minimum bending radius
@ 68°F (20°C):
 3/8" = 2-1/4" (57 mm)
 1/2" = 3" (77 mm)
 5/8" = 3-3/4" (95 mm)
 3/4" = 4-1/2" (115 mm)
 1" = 6" (153 mm)
 1-1/4" = 9-1/2" (240 mm)
 1-1/2" = 12" (300 mm)
 2" = 15" (378mm)

Description Stk# Length
UV

stabilized

3/8" natural PEX-a pipe with O2 barrier 94312 300' ✔

1/2" natural PEX-a pipe with O2 barrier

94205 250' ✔

94305 300' ✔

94505 500' ✔

94105 1000' ✔

5/8" natural PEX-a pipe with O2 barrier
94519 500' ✔

94119 1000' ✔

3/4" natural PEX-a pipe with O2 barrier

94322 300' ✔

94522 500' ✔

94122 1000' ✔

1" natural PEX-a pipe with O2 barrier
94128 100' ✔

94528 500' ✔

1-1/4" ID (40×3.7mm) natural PEX-a pipe 
with O2 barrier

94240 150'

94340 300'

1-1/2" ID (50×4.6mm) natural PEX-a pipe 
with O2 barrier

94250 150'

94350 300'

2" ID (63×5.7mm) natural PEX-a pipe with 
O2 barrier

94263 150'

94363 300'

PEX Pip
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PEX Pipe Non Barrier

High molecular cross-linked polyethylene (PEX) with minimum bending radii of 6 times the diameter at 68°F (20°C). Maximum operating 
temperature: 180°F @ 100 PSI (82°C @ 690 kPa). Covered by a twenty-five year manufacturers warranty.

Pipe is manufactured to ASTM F-876 & CSA 
B137.5 and approved by: CSA, IAPMO (UPC), 
ICC-ES, NSF-rfh, and ULC.

Minimum bending radius
@ 68˚F (20˚C):
 1/2" = 3" (77 mm)
 5/8" = 3-3/4" (95 mm)
 3/4" = 4-1/2" (115 mm)
 1" = 6" (153 mm)
 1-1/4" = 9-1/2" (240 mm)
 1-1/2" = 12" (300 mm)
 2" = 15" (378mm)

Description Stk# Length
UV

stabilized

1/2" natural PEX-a pipe non barrier

99255 250' ✔

99305 300' ✔

99505 500' ✔

99905 1000' ✔

5/8" natural PEX-a pipe non barrier*
99419* 450' ✔

99119* 1000' ✔

3/4" natural PEX-a pipe non barrier

99322 300' ✔

99522 500' ✔

99922 1000' ✔

1" natural PEX-a pipe non barrier
99128 100' ✔

99328 300' ✔

1-1/4" ID (40×3.7mm) natural PEX-a pipe 
non barrier

99240 150'

99340 300'

1-1/2" ID (50×4.6mm) natural PEX-a pipe 
non barrier

99250 150'

99350 300'

2" ID (63×5.7mm) natural PEX-a pipe 
non barrier

99263 150'

99363 300'

* special order item; subject to minimum order and lead time.

PEX Heating Pipe Non Barrier 
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Insulated PEX Pipe

* Special order item subject to lead time of 8 weeks and minimum order.
** Special order item subject to lead time of 8 weeks.
*** Shorter lengths are subject to a cut charge.

see page 20 for fittings

Insulated Heating Pipe - Single
97010 Series

HeatSeal® is a flexible insulated pipe system, designed for long and short water distribution networks 
and a variety of applications.
HeatSeal® piping systems are made of crosslinked polyethylene (PEX) with oxygen diffusion barrier. 
PEX is used for its long term stability, excellent thermal characteristics, and resistance to abrasion, 
corrosion and chemicals. Maximum operating temperature 203°F @ 90 PSI (95°C @ 6 bar).
Insulation consists of flexible, CFC free PEX foam with excellent heat insulation properties.
Corrugated HDPE twin wall sheath provides a protective barrier against installation and backfill damage, 
superior weather resistance and water proofing.
Minimum Bend Radius is approx. 3.5× the sheath diameter.

Description
Sheath 

Diameter
Standard 
Length***

Stk# Qty

1" PEX insulated pipe* 3" 328' 97011* ft

1-1/4" ID (40×3.7 mm) PEX insulated pipe** 5" 328' 97012** ft

1-1/2" ID (50×4.6 mm) PEX insulated pipe 5" 328' 97013 ft

2" ID (63×5.7 mm) PEX insulated pipe 5" 328' 97014 ft

2-1/2" ID (75×6.9 mm) PEX insulated pipe 6-1/4" 328' 97015 ft

3" ID (90×8.2 mm) PEX insulated pipe 6-1/4" 328' 97016 ft

4" ID (110×10.0 mm) PEX insulated pipe 7-7/8" 328' 97017 ft

see page 20 for fittings

Insulated Heating Pipe - Dual
97020 Series

HeatSeal® is a flexible insulated pipe system, designed for long and short water distribution networks 
and a variety of applications.
HeatSeal® piping systems are made of crosslinked polyethylene (PEX) with oxygen diffusion barrier. 
PEX is used for its long term stability, excellent thermal characteristics, and resistance to abrasion, 
corrosion and chemicals. Maximum operating temperature 203°F @ 90 PSI (95°C @ 6 bar).
Insulation consists of flexible, CFC free PEX foam with excellent heat insulation properties.
Corrugated HDPE twin wall sheath provides a protective barrier against installation and backfill damage, 
superior weather resistance and water proofing.
Minimum Bend Radius is approx. 3.5× the sheath diameter.

Description
Sheath 

Diameter
Standard 
Length***

Stk# Qty

1" dual PEX insulated pipe 5" 328' 97021 ft

1-1/4" ID (40×3.7 mm) dual PEX insulated pipe 6-1/4" 328' 97022 ft

1-1/2" ID (50×4.6 mm) dual PEX insulated pipe 6-1/4" 328' 97023 ft

2" ID (63×5.7 mm) dual PEX insulated pipe 7-7/8" 328' 97024 ft
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“Dry” End Caps
81000 Series

End cap to protect insulation in areas where moisture is not a problem.

Description Stk# Qty

1" “Dry” End Cap* 81011* 1

1-1/4" “Dry” End Cap* 81012* 1

1-1/2" “Dry” End Cap 81013 1

2" “Dry” End Cap 81014 1

2-1/2" “Dry” End Cap 81015 1

3" “Dry” End Cap 81016 1

4" “Dry” End Cap 81017 1

1" Dual “Dry” End Cap 81021 1

1-1/4" Dual “Dry” End Cap 81022 1

1-1/2" Dual “Dry” End Cap 81023 1

2" Dual “Dry” End Cap 81024 1

HeatSeal® Accessories

“Wet” End Caps
81100 Series

End cap to protect insulation in areas where moisture is a problem. It is shrunk 
on to the pipe by applying a gas flame or hot air.

Description Stk# Qty

1-1/2" “Wet” End Cap 81113 1

2" “Wet” End Cap 81114 1

2-1/2" “Wet” End Cap 81115 1

3 “Wet” End Cap 81116 1

4" “Wet” End Cap 81117 1

1" Dual “Wet” End Cap 81121 1

1-1/4" Dual “Wet” End Cap 81122 1

1-1/2" Dual “Wet” End Cap 81123 1

2" Dual “Wet” End Cap 81124 1
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* Special order item subject to lead time of 8 weeks.



®

LinkHeat

35

www.heatlinkgroup.com

Coupling Hard Shell - all regular sizes
82002

Once the HeatSeal® pipes are connected, this casing provides additional 
insulation and seals the outer jacket. The set comes with stone wool, a ready 
to use bitumen rubber kit, stainless steels bolts and an instruction leaflet.
For use with all pipe sizes except 1" single.

Box Quantity: 1

Tee Shell - all regular sizes
84200

Once the HeatSeal® pipes are connected, this casing provides additional 
insulation and seals the outer jacket. The set comes with stone wool, a ready 
to use bitumen rubber kit, stainless steels bolts and an instruction leaflet.
For use with all pipe sizes except 1" single.

Box Quantity: 1
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HeatSeal™ Accessories
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 Canada
Manufactured & distributed by HeatLink Group Inc.
Head Office:
4603E - 13th Street N.E.
Calgary, Alberta, T2E 6M3
Toll Free: 1-800-661-5332
Phone: (403) 250-3432
Fax: 1-866-450-1155
Mississauga Office:
1555 Bonhill Road, Unit #7
Mississauga, Ontario, L5T 1Y5
Toll Free: 1-800-661-5332
Phone: (905) 795-8289
Fax: 1-866-450-1155

 China
Distributed by Cathay-Links International 
Phone: 852-25693213
Fax: 852-25359271

 Ireland
Distributed by Jamoni Ltd. 
Phone: 057 - 932 4062
Fax: 057 - 932 4063
Freephone: 1800-311338

 México
Distributed by Distribuidora Caisa S.A. de C.V.
Phone: (52) 3300-4400
Fax: (52) 3300-4406  

 USA
Distributed by HeatLink Group Inc.
Grand Rapids Office:
1000 - 100th Street SW, Suite B
Byron Center, MI, 49315
Toll Free: 1-800-661-5332
Phone: (616) 877-4142
Fax: 1-800-869-6098

HeatLink, DryAbove, DryBelow, EndBend, HeatSeal, SpacerClip, StatLink, and TwistSeal 
are either registered trademarks or trademarks of HeatLink Group Inc.


